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Method and system for receiving and recording digital broadcast programs 

The broadcast system transmits said sets of content elements repeatedly with a 
plurality ... Therefore, still video image data can be fetched using the time 



Syst en] and methods tor preparing multimedia data using digital video data .. 
US Pat 5675387 -Filed tyr8 9 • Liberate 1 
The FMB format allows the application to encode content that contains a ... 340 
makes a request to the crawler 316 to fetch the URL from the Internet. ... 



Enhanced v aee ■ \ ri < . roipo-a^a srv 
US Pat. 6330595 ■ Filed Aug 4, 2000 ■ ACTV, inc. 
This control panel is updated to add a URL code each time a new URL code is ... 
the video content for display on the user's computer 16, as shown in FIGS. ... 
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[application] Metadata enabled push-pull model for efficient low-latency video-content .. 

US Pat. 1009070$ -Recife 4 2002 

As the amount of video content prefix may vary from time to time and from ... 
describe, locate, fetch, and cache video objects for streaming to users from ... 



Methods and apparatus for obtaining content from a contentoriqiratiriq ,., 

us" a ^ \ :.. ' 

The selected device-path includes at 15 least one device from each location 60 
of the series of locations leading from the content server 52 to the content- 



Method and apparatus for seamless expansion of -r-edia 

US Pa; 6621980 ■ Filed Apr 23 ; 999 ■ Moriks/lviedia, inc. 

One second of MPEG 2 audio-video content is typically 55 between one half to one 

megabyte. ... Operation 508 performs beginning fetch of multimedia segment, ... 



User station software that controls transport and presentation of content ... 
, - 0' ^ . ^ , 2000 

This result can then be used as normal hyperlinked content to obtain the actual 
... Optionally, the inventive transporter may be used to fetch objects ... 

Enhanced video programming system and method for providing a distributed 
US Tat i -3 'i ■'b i in: 
For 25 each time period (for example, a particular hour long period during ... 
to the video content for display on the user's computer 16, as shown in FIGS. 



http://ww.google.com/patenls?]i=^^ 



video content fetch time series - Google Patent Search 



User station software that controls tr 



t, storage, and presentation of... 



U3"ai. ; m^-F;!sd Apr 20.2000 

This result can then be used as 65 normal hyperlinked content to obtain the 
actual ... Optionally, the inventive transporter may be used to fetch objects 



Method and s ystem for sy nchronization between 
US Pa;. 8370887 ■ Fifed Apr 3, 2001 - if^awnai E&irs«K Machines Corporation 
They are not interested in playing this video at this time, ... process of the 
present embodiment supports both play and stage or fetch requests. ... 
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